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Decorative Wall Cladding  

All Weather System  

 
 

 
                DISTRIBUTED BY: 

 

Please visit www.newtechwood.com.au  for more information . 
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Capped Composite : NewTechWood  with Ultrashield    
UltraShield is the advanced technology that fully cap s the composite wood material. It is  a 

strong & durable polymer shield wrapping  the core  360 degree s. The Core is made of  a  high   

density mixture of wood fibre and recycled plastic . The Shield is made of an engineering grade 

polymer with a water absorption rate as low as 0.1%.   
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Decorative Wall Cladding  
 

 
 

  

  

Shadowline US31  

      142x13mm  



 Shadowline US31    



  Engineered Designed System  
 
 

 

 

Å Allows air circulation between the wall cladding 

and joists, keeping the inside dry and isolating water 

from outside.  

 

 

Å Allows the wall cladding to expand and contract 

and avoids warping or distortion after installation.  

 

 

Å Allows the users to control the direction of 

expansion and contraction.  

 

Note:  Please be aware that board widths may  vary  

           + or ð 2mm.   

  

  

  



 

Wall Cladding Clip: AW08  
Å Compatible for all 3 styles  

Å Alumin ium Alloy Material  

Å Allows to lock the board in one position  

Å Allows for expansion and contraction    

        



Wall Cladding Clip: AW08   

Space between joists 

from centre to centre  

50 cm 

Cladding boardôs expansion and  contraction direction 

To screw to lock down 

only the  middle  clip 

No screw No screw 

Note:   Only 
  lock 

  down 
  the 

  clip 
  that 

  is 
  

  positioned 
  in 

  the 
  middle 

  of   each 
  cladding   

  board,   allowing 
  for 

  
expansion   and 

  contraction 
  

  on 
  both 

  sides. 



Start Clip: AW02  

ω  Alumin ium alloy material  

 

ω  Keep the cladding boards flat 

with same  level.  

 

ω  Prevent insects from crawling up . 

 

  

  

  



Wall Cladding Fascia  
 

End Trim 

US 44 
46.2mm x 44.2mm  

   

Butt Joint Trim 

US 45 
79mm x 26.7mm  

   

Outside Corner  

US 46 
58.2mm x 58.2mm     

Inside Corner  

US 47 
71.5mm x 71.5mm  

   



 

 

     Installation  
 

 
 

STEP 1 
  

Install Aluminium or Wooden 
Joists 

 

*Note: Install an aluminium or a wooden joist at the bottom 
to prevent insects from crawling up. 

 

 

 
 



 

 

STEP 2 
  

Install End Corner Fascia US44, 
Joist Fascia US45, Outer Corner 
Fascia US46, Inner Corner Fascia 
US47 as required. 

 

 

¶ Note: The distance of 500 mm between screws for 

US44, US45, US46 and US47 is             

recommended. 

 



 

 

 

STEP 3 
  

Install Start Clip AW02 

 

 

STEP 4 
  

Install Wall Cladding Boards US31 

 

 

Cladding Board US31 



 

 

STEP 5 
 
Installing Wall Cladding Clip AW08 
 
 
 
 
 

 

 

 

 

STEP 6 
  

Continue Installing Wall Cladding 
Boards 

 

 

 


