DECKING SPECIFICATION TABLE

Double M Boards | R i Clips P/M? onrg(t)o?:ked
e | e [cowa Jvinicar]

METRO RANGE Stocked Colours: Ipe,Teak, Silver Grey, Antique

’ 0000002 UHO2 138mmx23mm  4.88m 70 ~ 7 143 350mm N/A X ~ 21 22 N/A 27 P2 ~ 280
’ @ USO7  138mm x23mm  4.88m 30 ~ 7 143 400mm  300mm & X N/A N/A N/A 35 P2 ~ 70

NewTechWood

TERRACE RANGE Stocked Colours: Blackbutt, Walnut, Ipe, Teak, Silver Grey, Antique
’ E} US49  138mm x25mm  5.4m 70 N 7 13 450mm  350mm X \ 17 19 N/A 39 P2 N 210

=
/ cf US63  138mm x 25mm 5.4m 30 ~ 7 13 450mm 350mm N ~ N/A N/A N/A 39 P2 ~ 70

COASTAL RANGE Stocked Colours: Aged Wood, Antique, Beech, Teak

. 37 US54 210mmx23mm  4.88m 50 X 47 096  400mm  300mm X ~ 14 15 N/A 57 P2 ~ 250

|

- ‘[Ei US33  138mm x23mm  4.88m 30 X 7 143 400mm  300mm ~ ~ 13 x MG3 Clips p/length 3.4 P2 ~ 70
FASCIA Stocked Colours: Blackbutt, Walnut, Ipe, Teak, Silver Grey, Antique
' 1t Uso6 138mmx15mm  488m 30 ~ 7 N/A N/A N/A ~ X N/A 24 N/A X 280
COMMERICAL RANGE Stocked Colours: Antique, Blackbutt, Ipe
’ b~ 9 USTIH 210mmx36mm  27m 55 X 47 17 600mm  600mm X ~ N/A  N/A n 75 P5 ~ 275
' US49H 138 x25mm 5.4m 70 X 7 13 450mm  350mm X N 17 19 N/A 3.9 P5 ~ 210
/ US63H 138 x25mm 5.4m 70 X 7 13 450mm  350mm N ~ N/A N/A N/A 3.9 P5 ~ 70

NOTE: PLEASE BE AWARE THAT BOARD WIDTHS MAY VARY FROM THE NOMINATED SIZE:

*138mm width may vary + OR - 2mm
. ! y vary Distributed By h .
210mm width may vary + OR - 3mm Urban Direct Wholesale Urban Direct
Please visit www.newtechwood.com.au for more information. info@urbandirectwholesale.com.au V\{h?lfiqlﬁ cts
089494 1051 | urbandirectwholesale.com.au -

Metal Fix screws are suitable for steel joists of up to 2mm in thickness. If thicker than 2mm, you must pre-drill each hole.
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DECKING SPECIFICATION TABLE

Comments

ECKING FIXINGS

* ?"STS Cobra T-Clip 55mm & ~ 250 /75 ~ ~ ~ X 1x Clip P/Joist
&8 MG 1 Mini Gap Clip 1.5mm ~ ~ 75 L [ [ X 1x Clip P/Joist, 1x Screw P/Clip
3 K92 ity Ge el g El LSl A g S 250/25 S ~ ~ X szl_eorctlg?r?sglilpgz/izzaffr, lgrfecéf\goz{ggging of locking clips
b MG 3  Starter Clips N/A N ~ 250/ 25 \ \ N X 1 x Clip P/Joist on First Board
i s K37 Start / End Clips N/A ~ ~ 250/ 25 N ~ X 1x Clip P/Joist on First Board & Last Board
?;?’ CS gésiiggii;eemng SEIEE N/A L X 100 L [ X Recommended for Face Fixing 15mm & 17mm Fascias & Screening
i cps  DecingiFasiaserw VA VX w00 v v v v Eecommendedtorce ixng Zinm s 2o
E= o DU Me XV m VYV e st bl
* Te2s g/luai?:saUBS%? r_d Ig)c?):};?og et =l 250 X X X ~ 1S>c(rce:i/ivpnpof‘g (i)riwsctluded
66?(24801 ?ossrUEaXTgcz)? gsgosxc/;%\go N/A ~ X oo X X X ~ 1x Screw P/Clip
TBC 4.5mm x 50mm screw to suite N/A X . 1000 X X X ~ 1x Screw P/Clip

TC23 Clip Box/1000

NOTE: PLEASE BE AWARE THAT BOARD WIDTHS MAY VARY FROM THE NOMINATED SIZE:

*138mm width may vary + OR - 2mm

*210mm width may vary + OR - 3mm

Please visit www.newtechwood.com.au for more information.

Metal Fix screws are suitable for steel joists of up to 2mm in thickness. If thicker than 2mm, you must pre-drill each hole.

Distributed By h .
Urban Direct Wholesale Urban Direct
info@urbandirectwholesale.com.au !{D?Leeiq!sju .
0894941051 | urbandirectwholesale.com.au - N -



CLADDING SPECIFICATION TABLE

NewTechWood
I I 3 e N = 2 ey 2 5 e
SHADOWLINE Stocked Colours: Walnut, Teak, Maple, Silver Grey

' E———% US31 Shadowline Cladding Board 142mm x 13mm 4.88m 140 130mm 7.4 152 500mm [ 16 1.8 [ 280
/ j_L STUS44  Aluminium End Trim 35mm x 42mm 36m 10 35mm  N/A  N/A N/A X N/A N/A N TBC
/ 1 STUS45  Aluminium H Trim 35mm 36m 10 35mm  N/A  NA  N/A X N/A~ NA N TBC
/ 1%' STUS46  Aluminium Outer Cnr Trim 35mm x 35mm 3.6m 10 35mm N/A N/A N/A X N/A N/A N TBC
/ JAJ: STUS47  Aluminium Inner Cnr Trim 35mmx 35mm 3.6m 10 35mm N/A N/A N/A X N/A N/A \ TBC

CASTELLATION Stocked Colours: Aged Wood, Ipe, Silver Ash, Ebony, Canadian Cedar

UH®61 Castellation Cladding Board 196mmx 25mm 488m 100 186mm 54 11 500mm & 12 27 ~ 100

’ —ﬁ UH50 Composite End Trim 75mm x 54mm 3am 10 75mm N/A N/A N/A L ¥ N/A N/A L ¥ 50

UH51 Composite Corner Trim 76mm x 76mm 3m 10 76mm N/A N/A N/A « N/A N/A [ 50

Clips P/M?
Péogle Description ack Qty Comments
OCS us31 UH61

CLADDING FIXINGS

Pl

AWO08  Aluminium Cladding Clips 250 16 12 1x Clip P/Batten (Fixing screws not supplied). Dimensions 20mm x 30mm x 15mm

|
\ AWO02  Aluminium Starter Profile - 3M 1 N/A N/A Starter profile may be used to align/install the first cladding board
. . 1x Screw per length for locking down cladding board to control expansion & contraction.
g, WJ063  Stainless Steel Locking Screws 6G x 12mm 100 N/A N/A Refer to install guide for correct placement of screws
. T7 Rubber Standoffs 50 N/A N/A Installed on each batten behind the last board as a standoff
NOTE: PLEASE BE AWARE THAT BOARD WIDTHS MAY VARY FROM THE NOMINATED SIZE: Distributed By I a .
*138mm width may vary + OR - 2mm Urban Direct Wholesale Urban Direct
*210mm width may vary + OR - 3mm info@urbandirectwholesale.com.au \Q{D?Leequsju .
0894941051 | urbandirectwholesale.com.au b N -

Please visit www.newtechwood.com.au for more information.
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SCREENING SPECIFICATION TABLE

Profil bl Fi MO
“m Qty/paCk m Mle)él':gd o = L o= Stiked S

' ] US06 138mmxI5mm  4.88m N
/ T I3 US36 7ommx17mm  54m 140«
- " # USO7 138mmx23mm 488m 30 N

’ @} UH55 56mmx30mm 5.4m 170 ~

NOTE: PLEASE BE AWARE THAT BOARD WIDTHS MAY VARY FROM THE NOMINATED SIZE:
*138mm width may vary + OR - 2mm

*210mm width may vary + OR - 3mm

Please visit www.newtechwood.com.au for more information.
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Ipe, Teak, Antique, Silver Grey, Walnut

N/A 12 N/A 280 Ipe, Teak, Antique, Silver Grey
N/A 35 N/A 140 Ipe, Teak, Antique, Silver Grey
N/A 12 N/A 170 Ipe, Ebony, Antique, Canadian Cedar

Distributed By h .
Urban Direct Wholesale Urban Direct
info@urbandirectwholesale.com.au !Q{!g?!giﬂ!sﬂum
089494 1051 | urbandirectwholesale.com.au °



